
F.J. Backing Gate
CE labelled 2002 - 180 SH

Feeding backing gate

Backing gate function: 
The backing gate is mounted in the col-
lection area of the barn where it drives 
the cows towards the milking parlour/ro-
tary parlour. The backing gate width and 
the rail length depend on the customer�s 
requirements. 
The FJ180SH FLEX backing gate is 
made of hot-galvanised steel and the 
rails have been shot blasted and primed.

Gate hoist:
The gate can be lifted up 1.80 m.
In practice this means that several batches of 
cows can be driven in after each other. 
When the gate reaches the parlour, it is lifted 
up and returned above the cows that have 
entered behind the gate. Then the gate is 
lowered again and the next batch of cows is 
driven forward. 
The backing gate is also available without 
hoist.

Gate hoist and Rubber scraper

Rubber scraper:
A section divided rubber scraper 
has been �tted at the bottom of the 
gate. When all cows have left the 
collection area, the gate is lowered 
all the way down to the �oor, thus 
scraping clean the area on its way 
back
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Mounting:
The feeding table gate is cast in the �oor 
during �ooring. All cables are placed in 
pipes subsequently cast in the �oor ensu-
ring that cables are not corroded by liquid 
manure or damaged by animals/machines. 
When the hydraulic gate is closed, chains 
prevent the cows from stepping onto the 
feeding passage.

The feeding table gate is 
supplied with a 200 mm 
high galvanised edge which 
both prevents the cows 
from trying to pass under 
the chains and acts as a 
guard ensuring that the 
feed does not fall down on 
the slatted �oor.

Control box and hydraulic unit: 
Built in the gate.

Distributor:

The feeding table gate is supplied with two control panels as 
standard, allowing the feeding table gate to be operated from 
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